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Max. Intermit Pressure

Noise Level

12bar (174psi)

-5-60℃ (25-140°F)

> 200M ohm

Weight

-5-60℃ (25-140°F)

125±5℃ (257±9°F)

> 200M ohm

F F

46kg (101lbs) 46kg (101lbs)

Ambinet Temperature

Insulation Class

Insulation Resistance

125±5℃ (257±9°F)Thermal Protect

 Recoverable thermally protected motor ●

2.7kW (3.7HP)

200LPM (7.06CFM)200LPM (7.06CFM)

VW2500C-200/10N

208V/60Hz (3 phase) 380V/50Hz (3 phase)

 Other voltage and configuration available upon request ●

VW2500J-200/10N

2.7kW (3.7HP)

Model

Max. Continuous Pressure

Air Flow at rated Pressure

Rated Input Power

10bar (145psi)10bar (145psi)
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VW2500

Twin Headed Rocking Piston

web: www.gseint.com

Max. Flow

Max. Pressure

500lpm (17.7cfm)

12bar (174psi) intermittent

10bar (145psi) continuous
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Permanently lubricated bearings ●

 Oil-less, non-lubricated cup and cylinder ●

 Long-life cup design ●

 Thin wall cylinder for good heat transfer ●

 Stainless steel valves ●

 Capacitor as standard ●

12bar (174psi)

80dBA 80dBA

 Field service ability ●

Rated Voltage
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